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Lever Style (M)

Bore (mm) ØN ØO P Q QQ ØR T Threads W X Z
Ø32 5.5 9 x 7 dp 1/8 9 20 20 M6 x 1.0 - 10 dp 49.5 6 18

Ø40 5.5 9 x 7 dp 1/8 10 24.5 24 M6 x 1.0 - 10 dp 57 8 18

Ø50 6.6 11 x 8 dp 1/4 10 24.5 24 M8 x 1.25 - 14 dp 71 8 22

19

6

AD + (2 x Stroke)
HD + Stroke

Ø32
Single Roller

RX

RR

øRA Single Roller

RD

33

Ø40, Ø50
Dual Rollers M

ov
in

g 
Di

re
ct

io
n 

of
 

th
e 

wo
rk

pi
ec

e 
ca

rri
er

M
ov

in
g 

Di
re

ct
io

n 
of

 
th

e 
wo

rk
pi

ec
e 

ca
rri

er

øRA Dual Rollers

QQC Q

B + StrokeM
Square

E

E W

T 8 Places

ØN Thru Hole 4 Places
ØO C'Bore 8 Places

6

AD + (2 x Stroke)
HD + Stroke B + Stroke

ØG

Note! Cylinder housing 
dimensions not shown 
are the same as 
Round Shaft (J)

P Ports‡

‡ Note! NPT or BSP Taper
See Page 3 “How to Order”

Lever Style (N) – with lockout cap Lever Style (P) – with latch

Lever Style (Q) – with latch 
and lockout cap.

Latch is the same as (Q);  
lockout cap is the same as (N).

A ball-chain retained lockout cap fits 
over the shock absorber stem to position 
the roller out of the conveyor stream.

When a work piece pushes the lever 
through the shock absorber stroke, 
the latch locks the lever in alignment 
to the rod. This reduces additional 
strokes to the shock absorber. The 
latching mechanism is released when 
the rod fully retracts.

Bore (mm) AD HD øRA RD RR RX
Ø32 120.5 72.5 15 30º 28 10.5

Ø40 152.5 100 20 24º 38 14

Ø50 154 100 20 24º 38 14
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All sensors feature surge 
supression, polarity  
protection, LED  
indicator, and extremely 
fast switching speeds.

Magnetically Actuated Sensors

Magnetic Piston is a standard feature of Numatics stopper 
cylinders. When position sensing is desired for input to  
signal controllers, Numatics sensors mount easily and 
securely in slots on the cylinder body.

4mm keyhole 
slots for mounting 
sensors shown  
on ø50 bore  
(8 places)

Female Cordsets are available in 3 pin 
configuration in a 5 meter length.

Order sensors and cordsets separately 
from the tables below and page 9.

Round Profile Sensors feature surge suppression, polarity  
protection, LED indicator, and extremely fast switching speeds. 
They slide into mating 4mm keyhole slots on either side of the 
cylinder housing and are easily positioned and locked in place 
with a set screw. They are offered in two styles: a quick  
connect style with a 6 inch pigtail and male connector, or a 
pre-wired style with a 9 foot lead.

4.5 Reed Style
5.8 Electronic Style

LED Indicator

LED Indicator

13.0 to center of Sensing Area for Reed Style
7.0 to center of Sensing Area for Electronic Style

9 ft.

25

6 in. 8mm Male 
Quick Connect

ø3.8

Cordset Description Part No.

5 meters, 3-Pin PXCST

8mm Female Cordsets for Quick Connect Sensors

Sensor Dimensions (mm unless noted)
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Magnetic Sensors - Electrical Characteristics Part Numbers  
and Prices

Sensor Type Function
Switching 

Voltage
Switching
Current

Switching 
Power

Switching 
Speed

Voltage 
Drop

Prewired 9 ft. 
Part No.

Quick Connect 
Part No.

Reed Switch for 
PLC’s w/LED 

(current limiting)

SPST 
Normally 

Open

5-120V AC/
DC 50/60 Hz

0.04 Amp 
max 0.005 
Amp min.

4 Watts max.
0.5 ms 

operate 0.1 
ms release

2.5 
Volts

9C49-000-002
9C49-000-302
Requires 3 pin  

cordset

Electronic LED 
and Sourcing

PNP 
Normally 

Open
6-30 VDC

0.2 Amp 
max.

6 Watts max.

1.5μs 
operate
0.5μs 

release

1.5 
Volts

9C49-000-031
9C49-000-331
Requires 3 pin 

cordset

Electronic LED 
and SInking

NPN
Normally 

Open
6-30 VDC

0.2 Amp 
max.

6 Watts max.

1.5μs 
operate
0.5μs 

release

1.5 
Volts

9C49-000-032
9C49-000-332
Requires 3 pin  

cordset
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