




MPCR Series

Features and Benefits
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1. Control up to eight miniature electropneumatic regulators with one fieldbus node, which eliminates costly wiring 
and multiple nodes.

2. Optional feedback to the PLC assures the appropriate pressure of each regulator.

3. Common supply and optional common exhaust eliminates plumbing.

4. Individual shutoffs allows service of individual units while others remain functioning.

5. Backplane electronics eliminates the need for re-addressing of the system.

6. Designed to meet IP65 requirements.

The Manifold Advantage

Competitions Traditional Configuration

Costly, labor intensive, and inefficient

Numatics MPCR Configuration
Cost effective, clean, and adaptable

Or



MPCR Series

How to Order
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MPCR - 04 DN C F

Threads
- = NPTF

G = G tap (BSPP)

04 = 4 stations
Number of Stations

06 = 6 stations
08 = 8 stations

F    = Feedback
Feedback Options

N  = Non-feedback

C = Common
Exhaust Options

I  = Individual

DN  = DeviceNet
Fieldbus Protocal

* PT = Profibus DP12 MBps

MR 841 - 02 E C

Regulator Type
84 = Economy I-P
85 = Performance I-P

-   = NPTF
Threads

G  = G tap (BSPP)

C  = Common
Exhaust Options

I  = Individual

B    = 3-15 PSIG
Output Range

C    = 3-27 PSIG
E  = 2-60 PSIG
F    = 2-100 PSIG (85 Series only)
G  = 3-120 PSIG (84 Series only)

Station 1 MR851-02EC

Station 2 MR851-02EC

Station 3 MR851-02FC

Station 4 MR851-02FC

* Available 3rd quarter 2004

Example Order:
List stations in order, left to right facing the ports

ASSEMBLED

Manifold MPCR-04DNCF

Step 1: Choose size and type of manifold

Step 2: Choose type of Miniature Electropneumatic Transducer to be assembled to the manifold.

Step 3: Specify how the manifold will be assembled

Note: When combining different
output pressure ranges on the same
manifold, check maximum supply
specifications.



MPCR Series

Dimensional Drawings
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A B C D E F G H I J K L M N

4 Station

6 Station

8 Station

3.25 1.75 1.42 1.20 10.00 9.51 1.37 2.00 .56 .28 .44 1.63 2.98 4.05

3.25 1.75 1.42 1.20 14.00 13.51 1.37 2.00 .56 .28 .44 1.63 2.98 4.05

3.25 1.75 1.42 1.20 18.00 17.51 1.37 2.00 .56 .28 .44 1.63 2.98 4.05
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1/4 ports on Regulators
3/8 supply, 1/4 exhaust on manifolds
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Linearity

<± 0.5% of span

<± 0.10% of span

Hysteresis &
Repeatability

<± 0.5% of span

<± 0.10% of span

Weight 1.3 lbs 0.8 lbs

Air Consumption
at mid range

1.8 SCFH
(0.05 m3/ hr)

1.5 SCFH
(0.11 m3/hr)

Output 3-15 PSIG 0.20-1.00 BAR
3-27 PSIG 0.20-1.80 BAR
2-60 PSIG 0.14-4.00 BAR
3-120 PSIG 0.20-8.00 BAR

3-15 PSIG 0.20-1.00 BAR
3-27 PSIG 0.20-1.80 BAR
2-60 PSIG 0.14-4.00 BAR
2-100 PSIG 0.20-8.00 BAR

Supply Pressure 100 PSIG (6.90 BAR) max.
(3-15, 3-27 PSIG)

150 PSIG (10.00 BAR) max.
(2-60, 3-120 PSIG)

100 PSIG (6.90 BAR) max.
(3-15, 3-27 PSIG)

130 PSIG (9.00 BAR) max.
(2-60, 2-100 PSIG)

Flow Capacity 4.5 SCFM (7.7 m3/hr)
at 25 PSIG (1.70 BAR) supply

(3-15, 3-27 PSIG)

12.0 SCFM (20.0 m3/hr)
at 100 PSIG (6.90 BAR) supply

(3-15, 3-27, 2-60 PSIG)

20.0 SCFM (34.0 m3/hr)
at 150 PSIG (10.00 BAR) supply

(2-60, 3-120 PSIG)

4.5 SCFM (7.7 m3/hr)
at 25 PSIG (1.70 BAR) supply

(3-15, 3-27 PSIG)

12.0 SCFM (20.0 m3/hr)
at 100 PSIG (6.90 BAR) supply

(3-15, 3-27, 2-60 PSIG)

20.0 SCFM (34.0 m3/hr)
at 130 PSIG (9.00 BAR) supply

(2-60, 2-100 PSIG)

Relief Capacity 2 SCFM (3.4 m3/hr) at
5 PSIG (35kPa) above set point

2 SCFM (3.4 m3/hr) at
5 PSIG (35kPa) above set point

Temperature Range -20° to +150° F
(-30° to +65° C)

-20° to +150° F
(-30° to +65° C)

MR84 Series MR85 Series

Specifications:

Magnet

Coil

Flexure

Nozzle

Exhaust Valve

Circuit Board

Supply Valve

Pressure
sensor

Start-up
spring

Diaphragm
assembly

Supply
Valve

Potentiometer

MR84 Series
(Economy)

MR85 Series
(Performance)

Piezo-electric
actuator

Nozzle

Relief Valve
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Accessories
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4 Pole Micro Power Cord

5 Meter - TC0405MAE0000000

DeviceNet Female Micro-Thin Cable

6 Foot - TC0506FGD0000000

12 Foot - TC0512FGD0000000

Profibus Female 12mm Reverse Key Single
Ended Cable

2 Meter - RC0502MHP0000000

5 Meter - RC0505MHP0000000

2 Meter - TC0402MAE0000000

Model #: MPCR-08

DIN-Rail Mounting Kit
(comes standard with MPCR manifold)

For additional kits please reference: Model #:
MPCR-DRC
(Included 4 screws and clips)

Blank Station Plug
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