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SPS Series
Small Power Slide

SPS050 0.5 and 1.0 Strokes
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SPS Series Dimensions Specifications o o
SPS050X5 SPS05001 SPS050X5 SPS05001
1/2" STROKE 1" STROKE 1/2" STROKE 1" STROKE
A 1.500 2.000 Thrust Force @ 100 psi 19 lbs 19 lbs
B 0.750 1.250 Maximum Pressure 120 psi 120 psi
C 0.375 0.375 Maximum Stroke 0.5in 1in
MY
D 0.250 0.750 Stroke Adjustment 0.25in 0.25 in
E 2.313 3.313 Maximum Payload on Mz D
F 0.910 1.410 Tool Plate 2 Ibs. 5 Ibs.
G 2.250 3.250 Cylinder Bore Dia. .500 0.500
H 0.813 1.000 Max. Actuation Speed 12 in/sec 12 in/sec @
J 0.750 1.062 Repeatability +/- 0.001 +/- 0.001
K 0.219 0.219 Displacement 0.07 cuin 0.15cuin s
L 1.187 1.500 Weight 2.9 oz. 3.5 oz.
Static Condition Dynamic Condition
LOAD CAPACITY SPS050X5 SPS05001 LOAD CAPACITY SPS050X5 SPS05001
1/2" STROKE 1" STROKE 1/2" STROKE 1" STROKE
C-compression 50 Ibs. 75 Ibs. C-compression 15 Ibs. 18 Ibs.
Epm—— 50 Ibs 75 Ibs T-tension 15 Ibs. 18 Ibs.
Mx 35 in.-lbs. 60 in.-Ibs. Mx 20 in.-Ibs. 25 in.-Ibs.
My 30 in.-lbs. 40 in.-lbs. My 15 in.-Ibs. 20in.-Ibs.
Mz 30 in.-Ibs. 40 in.-lbs. Mz 15 in.-Ibs. 20 in.-Ibs.
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SPS Series
Small Power Slide

SPS050 1.5 and 2.0 Strokes
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SPS Series Dimensions N
SPS050X9 SPS05002 c \ T
11/2" STROKE 2" STROKE ‘
A 2.500 3.000 Specifications
: 1.500 2.000 SPS050X9  SPS05002 @ @
C 0.500 0.500 11/2" STROKE 2" STROKE
D N/A 1.000 Thrust Force @ 100 psi 19 Ibs 19 Ibs
E 0.750 1.500 Maximum Pressure 120 psi 120 psi
F 4.313 5.313 Maximum Stroke 1.5in 2in
G 1.910 2410 Stroke Adjustment 0.5in 0.5 in
H 4.250 5.250 Maximum Payload on
J 1.344 1.250 Tool Plate 8 Ibs. 12 Ibs.
K 1.187 2.250 Cylinder Bore Dia. 0.500 0.500
L 0.594 0.500 Max. Actuation Speed 12 in/sec 12 in/sec
M 1.188 1.000 Repeatability +/- 0.001 +/- 0.001
N 2.375 2.250 Displacement 0.22 cuin 0.30 cuin
P N/A 3.250 Weight 4.6 oz. 5.2 oz.

Static Condition Dynamic Condition

LOAD CAPACITY SPS050X9 SPS05002 LOAD CAPACITY SPS050X9 SPS05002
1-1/2" STROKE 2" STROKE 1-1/2" STROKE 2" STROKE
C-compression 60 Ibs. 80 lbs. C-compression 25 Ibs. 35 lbs.
T-tension 60 Ibs. 80 Ibs. T-tension 25 Ibs. 35 Ibs.
Mx 80 in.-lbs. 100 in.-lbs. Mx 30 in.-lbs. 40 in.-lbs.
My 45 in.-lbs. 50 in.-lbs. My 25 in.-Ibs. 30 in.-lbs.
Mz 45 in.-Ibs. 50 in.-lbs. Mz 25 in.-Ibs. 30 in.-lbs.
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SPS075 0.5 and 1.0 Strokes
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SPS Series Dimensions Specifications
SPS075X5 SPS07501 SPS075X5 SPS07501 & &
1/2" STROKE 1" STROKE 1/2" STROKE 1" STROKE
A 1.500 2.000 Thrust Force @ 100 psi 44 Ibs. 44 Ibs.
B 0.750 1.250 Maximum Pressure 120 psi 120 psi
c 0.375 0.375 Maximum Stroke 0.51in. 1in.
D 0.250 0.750 Stroke Adjustment 0.25in. 0.25 in. /My ~.
E 2313 3.313 Maximum Payload on
F 0.925 1.425 Too.I Plate ' 7 Ibs. 13 Ibs. Mz D
G 2950 3.950 Cylinder BO|-'e Dia. 9.75 9.75
H 0.969 1.000 Max. Actu.a.tlon Speed 12 in./sec. 12 in./sec. s
J 0.500 1.000 Repeatability +/- 0.001 +/- 0.001
K 0.219 0.250 Displacement 0.22 cu. in. 0.44 cu. in.
L 0.938 1.500 Weight 4.2 oz. 5.6 oz. 4
Static Condition Dynamic Condition
LOAD CAPACITY SPS0750X5 SPS075001 LOAD CAPACITY SPS0750X5 SPS075001
1/2" STROKE 1" STROKE 1/2" STROKE 1" STROKE
C-compression 80 Ibs. 150 Ibs. C-compression 28 Ibs. 30 lbs.
T-tension 80 Ibs. 150 Ibs. T-tension 28 Ibs. 30 Ibs.
Mx 35 in.-Ibs. 70 in.-lbs. Mx 20 in.-Ibs. 25 in.-lbs.
My 30 in.-lbs. 40 in.-lbs. My 15 in.-Ibs. 20 in.-lbs.
Mz 30 in.-Ibs. 40 in.-Ibs. Mz 15 in.-Ibs. 20 in.-lbs.

Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.



numa4arics

SPS Series
Small Power Slide

SPS075 1.5 and 2.0 Strokes
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SPS Series Dimensions M
SPS075X9  SPS07502
1 1/2" STROKE 2" STROKE C \ T
A 2.500 8.000 Specifications ‘
B 1.500 2.000
c 0.500 0.500 SPS075X9  SPS07502 & &
. . 11/2" STROKE 2" STROKE

D B L0 Thrust Force @ 100 psi 44 Ibs. 44 Ibs.
E 1.000 1.500 Maximum Pressure 120 psi 120 psi
- L83 S Maximum Stroke 1.5in. 2in.
G 1.925 2425 Stroke Adjustment 0.5in. 0.5in.
i G20 20 Maximum Payload on
J 1.344 1.250 Tool Plate 20 Ibs. 25 Ibs.
K 1.187 2.250 Cylinder Bore Dia. 0.75 0.75
L 0.594 0.500 Max. Actuation Speed 12 in./sec. 12 in./sec.
M 1.188 1.000 Repeatability +/-0.001 +/-0.001
N 2.375 2.250 Displacement 0.66 cu. in. 0.88 cu. in.
P N/A 3.250 Weight 6.8 0z. 8.4 0z.

Static Condition Dynamic Condition

LOAD CAPACITY SPS075X9 SPS07502 LOAD CAPACITY SPS075X9 SPS07502
1-1/2" STROKE 2" STROKE 1-1/2" STROKE 2" STROKE
C-compression 250 Ibs. 400 Ibs. C-compression 35 Ibs. 35 Ibs.
T-tension 70 Ibs. 90 Ibs. T-tension 35 Ibs. 35 Ibs.
Mx 140 in.-lbs. 140 in.-lbs. Mx 40 in.-Ibs. 40 in.-lbs.
My 70 in.-lbs. 70 in.-lbs. My 25 in.-lbs. 25 in.-lbs.
Mz 70 in.-lbs. 70 in.-lbs. Mz 25 in.-lbs. 25 in.-lbs.
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SPS Series Switch Information

SWITCH OR BRACKET STANDARD QUICK DISCONNECT
DESCRIPTION PART NO. PART NO,

1 Hall Effect PNP (Sourcing) 4mm CS-20TP CS-20TP-QD

1 Hall Effect NPN (Sinking) 4mm CS-20TN CS-20TN-QD

-

Electro Switch (PNP NO)

8 mm Connector - CS-20TP-QD

R

BROWN (+)

w5 O o=

|

FL

Sensor Type

Switching Logic
Output

Operating Voltage
Switching Current
Power Rating*

Voltage Drop

Current Consumption
Leakage Current

LED Indicator

Cable

Operating Frequency
Magnetic Requirement
Temperature Range
Shock / Vibration
Enclosure Classification
Protection Circuit

Set Screw Max. Torque

i M @ NOT USED

BLUE ()

Solid State Output
Normally Open

PNP Current Spurcing
5-30 VDC

50mA max.

1.5 Watts

1.5V @ 25 mA max.

15 mA @ 24 VDC max.
0.01 mA max.

Green

1000 Hz

40 Gauss parallel

14 to 158°F (-10 to 70°C)
50G/9G

IEC 529 IP67 (NEMA 6)
Reverse Polarity, Surge Suppression
1.77 in-lbs (0.2 N-m)

Electro Switch (NPN NO)
8 mm Connector - CS-20TN-QD

Lﬂmf [ —

BROWN (+)

45 () [eCo

Fi.L

Sensor Type

Switching Logic
Output

Operating Voltage
Switching Current
Power Rating*

Voltage Drop

Current Consumption
Leakage Current

LED Indicator

Cable

Operating Frequency
Magnetic Requirement
Temperature Range
Shock / Vibration
Enclosure Classification
Protection Circuit

Set Screw Max. Torque

D @

BLUE (-

Solid State Output
Normally Open

NPN Current Spurcing
5-30 VDC

50mA max.

1.5 Watts

0.5V @ 25 mA max.

12 mA @ 24 VDC max.
0.01 mA max.

Red

1000 Hz

40 Gauss parallel

14 to 158°F (-10 to 70°C)
50G/9G

IEC 529 IP67 (NEMA 6)
Reverse Polarity, Surge Suppression
1.77 in-lbs (0.2 N-m)

8 Information subject to change without notice. For ordering information or regarding your local sales office visit www.numatics.com.
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Electro Switch (NPN NO)
Flying Lead - CS-20TN
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Sensor Type

Switching Logic
Output

Operating Voltage
Switching Current
Power Rating*

Voltage Drop

Current Consumption
Leakage Current

LED Indicator

Cable

Operating Frequency
Magnetic Requirement
Temperature Range
Shock / Vibration
Enclosure Classification
Protection Circuit

Set Screw Max. Torque

POINT

L7.5J [ )\ ; =

DETECTING

BRN
« .
!
o POWER
HT BLU L

MAIN
CIRCUIT
K

Solid State Output
Normally Open

NPN Current Spurcing
5-30 VDC

50mA max.

1.5 Watts

0.5V @ 25 mA max.

12 mA @ 24 VDC max.
0.01 mA max.

Red

1000 Hz

40 Gauss parallel

14 to 158°F (-10 to 70°C)
50G/9G

IEC 529 IP67 (NEMA 6)
Reverse Polarity, Surge Suppression
1.77 in-lbs (0.2 N-m)

Electro Switch (PNP NO)
Flying Lead - CS-20TP

e
4% Q)
L

Sensor Type
Switching Logic
Output

Operating Voltage
Switching Current
Power Rating*
Voltage Drop
Current Consumption
Leakage Current
LED Indicator
Cable

Operating Frequency
Magnetic Requirement
Temperature Range
Shock / Vibration
Enclosure Classification
Protection Circuit

Set Screw Max. Torque

[ ) I :—}
L,5.J “DETECTING

POIN

BRN
.
l BLK T
o POWER
By |

MAIN
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Yy

Solid State Output
Normally Open

PNP Current Spurcing
5-30 VDC

50mA max.

1.5 Watts

1.5V @ 25 mA max.
12 mA @ 24 VDC max.
0.01 mA max.

Green

Abrasion resistant polyurethane

(PUR) jacket, PVC insulation

1000 Hz

40 Gauss parallel

14 to 158°F (-10 to 70°C)

50G/9G

IEC 529 IP67 (NEMA 6)

Reverse Polarity, Surge Suppression
1.77 in-lbs (0.2 N-m)

Female Connectors for Reed Switches and Hall Effect Sensors

Dimensions (mm)
TYPE

Straight, 5 m Cable
Elbow, 5 m Calbe

ORDER CODE
PXCST
PXC90

® =

Straight Type

Elbow Type

77
==&
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